
PAC 3
LOW AND MEDIUM TEMPERATURE CONDENSING UNIT. 
SOLUTION FOR STRICT OUTDOOR CONDITIONS. 
READY-TO-INSTALL AND COMPETITIVE.

RELIABILITY
 • Tecumseh FH reciprocating 
compressor renowned for its 
reliability.

EASY TO INSTALL
 • Essential electrical equipment 
supplied pre-installed.

HIGH EFFICIENCY
 • Robust design for ambient temperatures  
up to 43°C.

 • Fan-condenser optimization.

AUTHORIZED REFRIGERANTS

Please refer to Tecumseh’s guidelines for using R-452A and R-448A/R449A and to the selection software in order to know energy 
performances datas.

FEATURES & BENEFITS



R-452A - NEGATIVE COLD (LBP)

R-452A - POSITIVE COLD (MHBP)

R-134a - POSITIVE COLD (MHBP)

SIZE
DIMENSIONS (mm) WEIGHT

(KG)LENGTH HEIGHT WIDTH

S 915 633 510 70

M 915 792 510 82

PRODUCT
DESIGNATION

COOLING CAPACITY (W)
32°C AMB.T°, 10K SUPERHEAT, 3K SUBCOOL, 

EVAPORATION TEMPERATURE (°C)

CONDITIONS
EN13215 AT -35°C

LIQUID
RECEIVER
VOLUME

(L)

PIPE
Ø 

SIZE

-35 -30 -25 -20 -15 -10 PERF.
(W)

COP
(W/W) SUCTION DISCH.

PAC2480ZXC-FB  967  1 419  1 974  2 643  3 443  4 390  1 295  0.96 4 5/8" 3/8" S

PAC2480ZXG-FB  978  1 421  1 962  2 615  3 395  4 317  1 203  1.01 4 5/8" 3/8" S

PAC2511ZXC-FB  1 454  2 154  3 001  4 018  5 233  6 684  1 794  1.05 4 5/8" 3/8" S

PAC2511ZXG-FB  1 379  2 029  2 817  3 761  4 888  6 235  1 695  1.04 4 5/8" 3/8" S

PRODUCT
DESIGNATION

COOLING CAPACITY (W)
32°C AMB.T°, 10K SUPERHEAT, 3K SUBCOOL, 

EVAPORATION TEMPERATURE (°C)

CONDITIONS
EN13215 AT -10°C

LIQUID
RECEIVER
VOLUME

(L)

PIPE
Ø 

SIZE

-15 -10 5 0 5 10 15 PERF.
(W)

COP
(W/W) SUCTION DISCH.

PAC4524ZXC-FB  2 327  2 988  3 742  4 619  5 667  6 956  8 590  3 286  1.83 4 5/8" 3/8" S

PAC4524ZXG-FB  2 284  2 955  3 727  4 632  5 718  7 057  8 755  3 243  1.91 4 5/8" 3/8" S

PAC4532ZXC-FB  2 703  3 471  4 350  5 375  6 603  8 123  10 059  3 838  1.75 4 5/8" 3/8" S

PAC4532ZXG-FB  2 700  3 441  4 285  5 266  6 438  7 885  9 729  3 800  1.85 4 5/8" 3/8" S

PAC4538ZXC-FB  3 692  4 727  5 906  7 247  8 770  10 503  12 481  5 208  1.85 4 5/8" 3/8" M

PAC4538ZXG-FB  3 691  4 751  5 956  7 323  8 873  10 629  12 626  5 229  1.93 4 5/8" 3/8" M

PAC4544ZXG-FB  4 275  5 441  6 735  8 172  9 767  11 540  13 524  5 978  1.91 4  5/8" 3/8" M

PRODUCT
DESIGNATION

COOLING CAPACITY (W)
32°C AMB.T°, 10K SUPERHEAT, 3K SUBCOOL, 

EVAPORATION TEMPERATURE (°C)

CONDITIONS
EN13215 AT -10°C

LIQUID
RECEIVER
VOLUME

(L)

PIPE
Ø 

SIZE

-15 -10 5 0 5 10 15 PERF.
(W)

COP
(W/W) SUCTION DISCH.

PAC4518YXC-FB  1 485  1 991  2 580  3 262  4 046  4 939  5 956  2 143  1.79 4 5/8" 3/8" S

PAC4518YXG-FB  1 452  1 945  2 520  3 185  3 947  4 815  5 802  2 094  1.82 4 5/8" 3/8" S

PAC4525YXC-FB  1 986  2 646  3 408  4 289  5 312  6 506  7 914  2 851  1.86 4 5/8" 3/8" S

PAC4525YXG-FB  1 939  2 582  3 328  4 191  5 190  6 350  7 708  2 782  1.87 4 5/8" 3/8" S

ELECTRICAL EQUIPMENTDIMENSIONS
 • Pre-wired electrical box

 • AC fan motor

 • External switch-disconnector

 • Contactor

 • Adjustable HP/BP pressure switch with automatic 
and manual reset

 • Additional DIN rail length

COOLING PERFORMANCE
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